
Tunnelling Fans
(SS/MS JET) 

G E N E R A L  S P E C I F I C A T I O N S
● Fan Test according to ISO 5801: 2017 standard
● Works horizontal
● IP55 Protection Class for Motor and Terminal Box 
● SS-MS Jet Fans, pumps fresh air using fan tubes to 

the depths of mine tunnels due to high static 
pressure. Whether by TBM, NATM or Classic 
Conventional Tunneling, SS-MS Jet Fans always 
deliver the calculated fresh air into the desired area.

E L E C T R I C  M O T O R
380 - 415 V / 50 Hz / 3 Ph
440 - 480 V / 60 Hz / 3 Ph

W O R K I N G  T E M P E R A T U R E S
Between -20˚C and +55˚C 

D I A M E T E R S  (m m )
5 6 0  –  6 3 0  –  7 1 0  –  8 0 0  –  9 0 0  –  1 0 0 0

11 2 0  –  1 2 0 0  –  1 2 5 0  –  1 4 0 0  –  1 6 0 0  

I M P E L L E R
• The hub is made of Aluminium or Steel.
• Impeller blades are made of Aluminium or Steel.
• The impeller blade angles are adjustable.
• Static and Dynamic vibration defects are recovered 

after production according to appropriate ISO 21940 
norm.

B O D Y
● The casing is formed from the S235JR (EN10025) 

steel sheet.
● Inside of the silencer, perforated steel sheet and 

its outside, a steel sheet wraps the insulated 
silencer.

● SS-MS Jet Fans come with HT wire guard, suction 
cone, and Fan-Tube Adapter

● RAL7038 paint finish is applied after production. 
● The gap clearances of impeller tips are made 

according to appropriate world criterias.

O P T I O N A L
Motors: Any other voltage and frequency motors are 
optional.

Dia: For Ø1800 mm and bigger diameters please 
contact our firm.

Paint: Different colors are optional.

Protection: Hot Dip Galvanization is optional.

SS JET

MS JET
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